K203033 | VHM Vollradiusfréser kurz TiAIN HSC / HPC

Kiihlung 20901 HA | [HSC| |HPC| |UNI| | ] >

Toleranz 8

Beschichtung TIAIN-OX
i
A i —
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[W]p™iPr  HA  K203033
Stahl Gehérteter Stahl INOX Guss NE-Werkstoffe Inconel | Abrasivmaterial Titan
(VA)
<850 | <1100 |<1400| <55 | <60 | <67 | <70 CFK/
Alu | Kupfer | Mg | Kunststoffe Grafit
N/mm | N/mm | N/mm | HRC | HRC | HRC | HRC GFK
420 290 220 165 150 225 615 850
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. i i -
7 / / ‘ ?)
R
N/ L /) /

K203033 mm mm mm mm # mm °
0,1/3 0,1 0,2 38,0 3,0 2 0,05 30
0,15/3 0,15 0,3 38,0 3,0 2 0,075 30
0,2/3 0,2 0,4 38,0 3,0 2 0,10 30
0,25/3 0,25 0,5 38,0 3,0 2 0,125 30
0,3/3 0,3 1,0 38,0 3,0 2 0,15 30
0,35/3 0,35 1,0 38,0 3,0 2 0,175 30
0,4/3 0,4 1,0 38,0 3,0 2 0,20 30
0,5/3 0,5 1,5 38,0 3,0 2 0,25 30
0,5/6 0,5 1,5 54,0 6,0 2 0,25 30
0,6/3 0,6 1,5 38,0 3,0 2 0,30 30
0,7/3 0,7 2,0 38,0 3,0 2 0,35 30
0,8/3 0,8 2,0 38,0 3,0 2 0,40 30
0,9/3 0,9 2,5 38,0 3,0 2 0,45 30

1/3 1,0 2,0 50,0 3,0 2 0,50 30
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